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EPA METHOD 1 DATA SHEETS
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EPA Method 1 Data - Dryer Stack

TRC Environmental Corporation
EPA Method 1 Data Sheet

Firm G&K Services, Inc. Total Traverse Points Required 16
Location 341 Manchester Street Number of Ports 2
Diameters Upstream 2.0 Points Per Port 8
Diameters Downstream 6.0 Traverse (Horizontal or Vertical) Horizontal
Nipple Size (in.) 0

Minimum Number of Traverse Points For Particulate

and Non-Particulate Traverses T _\
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Point (Percent of Stack Diameter from Traverse Point Location
Number Inside Wall to Traverse Point) Point Distance Nipple Total
Ona (No. of Traverse Points on a Dia.) Number From Wall Size Distance
Diameter 4 6 8 10 12 1 0.8 0.0 0.8
1 6.7 4.4 3.2 26 21 2 25 0.0 25
2 250 146 105 82 6.7 3 4.7 0.0 4.7
3 750 296 194 146 118 4 7.8 0.0 7.8
4 933 704 323 226 17.7 5 16.2 0.0 16.2
5 854 677 342 250 6 19.3 0.0 19.3
6 956 806 658 356 7 215 0.0 215
7 895 774 644 8 232 0.0 23.2
8 96.8 854 750 9
9 91.8 823 10
10 974 882 1
1 93.3 12
12 97.9

21 Griffin Road North
' Rc Windsor, CT 06095
860 298-9692

Customer-Focused Solutions
Figure A-2
Dryer Stack




EPA Method 1 Data - Towel Wash Room Temporary Exhaust Stack

TRC Environmental Corporation
EPA Method 1 Data Sheet

Firm G&K Services, Inc. Total Traverse Points Required 12
Location 341 Manchester Street Number of Ports 2
Diameters Upstream 2.0 Points Per Port 6
Diameters Downstream 8.0 Traverse (Horizontal or Vertical) Horizontal
Nipple Size (in.) 0

Minimum Number of Traverse Points For Particulate
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Point (Percent of Stack Diameter from Traverse Point Location
Number Inside Wall to Traverse Point) Point Distance Nipple Total
Ona {No. of Traverse Points on a Dia.) Number From Wall Size Distance
Diameter 4 6 8 10 12 1 0.8 0.0 0.8
1 6.7 4.4 3.2 26 21 2.6 0.0 2.6
2 250 146 105 82 6.7 3 53 0.0 5.3
3 750 296 194 146 118 4 127 0.0 127
4 933 704 323 226 177 5 154 0.0 15.4
5 854 677 342 250 6 17.2 0.0 17.2
6 956 806 658 356 7
7 895 774 644 8
8 968 854 750 9
9 918 823 10
10 974 882 11
11 93.3 12
12 97.9

TRC

Customer-Focused Solutions

21 Griffin Road North
Windsor, CT 06095
860 298-9692

Figure A-3
Towel Wash Room
Temporary Exhaust Stack




EPA Method 1 Data — Water Heater Stack

TRC Environmental Corporation
EPA Method 1 Data Sheet

Firm G&K Services, Inc. Total Traverse Points Required 12
Location 341 Manchester Street Number of Ports 2
Diameters Upstream 2.0 Points Per Port 6
Diameters Downstream 13.3 Traverse (Horizontal or Vertical) Horizontal
Nipple Size (in.) 0

Minimum Number of Traverse Points For Particulate

and Non-Particulate Traverses T _\
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Point (Percent of Stack Diameter from Traverse Point Location
Number Inside Wall to Traverse Point) Point Distance Nipple Total
Ona (No. of Traverse Points on a Dia.) Number From Wall Size Distance
Diameter 4 6 8 10 12 1 08 0.0 08
1 6.7 4.4 32 2.6 21 2 26 0.0 2.6
2 250 146 105 82 6.7 3 53 0.0 5.3
3 750 296 194 146 118 4 127 0.0 127
4 933 704 323 226 177 5 154 0.0 154
5 854 677 342 250 6 172 0.0 172
6 956 806 658 356 7
7 895 774 644 8
8 96.8 854 750 9
9 918 823 10
10 974 882 11
1 93.3 12
12 97.9

TRC

Customer-Focused Solutions

21 Griffin Road North
Windsor, CT 06095
860 298-9692

Figure A-4

Water Heater Stack




EPA Method 1 Data — EQ TANK Temporary Exhaust Stack

TRC Environmental Corporation
EPA Method 1 Data Sheet

Firm G&K Services, Inc. Total Traverse Points Required 16

Location 341 Manchester Street Number of Ports 2
Diameters Upstream 2.2 Points Per Port 8
Diameters Downstream 5.7 Traverse (Horizontal or Vertical) Horizontal
Nipple Size (in.) 0

Minimum Number of Traverse Points For Particulate

and Non-Particulate Traverses T _\
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Duct Diameters Down Stream From Flow Disturbance

Point (Percent of Stack Diameter from Traverse Point Location
Number Inside Wall to Traverse Point) Point Distance Nipple Total
Ona (No. of Traverse Points on a Dia.) Number From Wall Size Distance
Diameter 4 6 8 10 12 1 0.2 0.0 0.2
1 6.7 4.4 32 2.6 2.1 2 0.6 0.0 0.6
2 250 146 105 8.2 8.7 3 1.2 0.0 12
3 750 296 194 146 118 4 1.9 0.0 1.9
4 933 704 323 226 177 5 4.1 0.0 41
5 854 677 342 250 6 4.8 0.0 4.8
6 956 80.6 658 356 7 54 0.0 5.4
7 895 774 644 8 58 0.0 5.8
8 968 854 750 ]
9 918 823 10
10 974 882 "
11 93.3 12
12 97.9

21 Griffin Road North
TR‘ Windsor, CT 08095
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Figure A-5
EQ Tank Temporary
Exhaust Stack




